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serie 
 

 

 
 

INSTALLATION AND HYDRAULICS   
CONNECTIONS 
 
The pump must be installed by specialist staff with 
adequate equipment. 
 
Ensure the data on label of the model is consistent with 
the usage. Especially chemical compatibility with 
elastomer seals. This product and the internal 
components were not designed to pump “hazardous” 
fluids (e.g. toxic and/or flammable).  
For use of fluids other than water, contact Gotec 
technical support. 
 
In case of continuous operation, ensure the pump is 
installed in a sufficiently ventilated space to allow 
dissipation of heat                                    generated by operation of the motor. 
Ambient temperature around the motor should not 
exceed 50°C. 
 
The pump can be assembled horizontally or vertically 
with the motor down. This is to ensure that the 
mechanical seal is always in contact with the liquid. 
 
To avoid noise and vibrations of the mechanical parts, 
we advise assemble the motor on rubber shock 
absorbers. 

NECTION TO CIRCUIT 

Ensure the circuit is correctly cleaned before connecting 
into the pump. Appropriate diameter pipes and fittings 
must be installed on the pump suction line. 

Without pressure on the inlet of the pump, it is 
recommended to use pipe inner diameter of 8 mm or 
more. 

For GAS connection, the tightness is guaranteed by 
using fittings with an O-ring or PTFE tape wrapped 
around the male thread. 
For NPT connection, the seal is guaranteed by contact 
between the threading. 
Hold the pump head in your hand by the part opposite 
the couplings and tighten the joints with a torque not 
exceeding 10 Nm to avoid damaging the threads on the 
pump threads. 
When tightening the connections, do not use the motor 
as a support for the pump to avoid misalignment and 
stress on the shaft of the pump and motor. 

 
ELECTRICAL CONNECTION 

 
› The pump is driven by a 24VDC brushless motor. 

Motor driver must comply with the electrical data of 
the motor, paying particular attention to max power. 

› Rotation of the motor must be clockwise.  
 

 

OPERATION CONDITIONS 
 
› A hydraulic circuit with curves and sudden changes 

in the diameter of the tube causes turbulence in the 
water and reasonance in the machine. 

› Maximum working pressure of the pump is 10 bar. 
› Speed of the motor can be adjusted to reach the 

desired performance from about 500 to 3000 RPM.   
› For further technical information on limits and 
operation  conditions, refer the technical data sheets 
of the product. 

› For special applications, please contact Gotec sales 
team. 

› Take a note that final validation of the pump is the 
client’s responsibility as performance and reliability 
could be affected by operating conditions and/or 
hydraulic  circuit. 

 
 

CORRECT USAGE 
 
The pump was designed to work only with clean fluids 
without solid particles. If it is not the case, it is necessary 
to install, before the pump, a filter of 10 μm with a 
filtering area large enough not to cause flow and 
pressure losses in the circuit. Insert the filter at least 50 
cm before the pump suction hole to avoid cavitation. 
A dirty filter that reduces the flow rate will cause 

cavitation and rapid wear of the pump.  

Rotary vane pumps are self-priming. Dry running can 
cause overheating and failure of the mechanical seal and 
internal components. Pay particular attention and 
implement the necessary measures to avoid this. It is 
therefore essential to ensure that water entry is open 
before operating the pump. We suggest pouring a little 
water into the pump before operating it to keep the 
sealing area wet during the first few seconds of 
operation. 

To avoid cavitation, if the tank is at atmospheric 
pressure, do not install the pump more than 1 m above 
the maximum liquid level in the tank.  
 
If the pump is supplied by a water network and this 
network is subject to big fluctuations with low-flow, it is 
recommended to install a low-pressure switch in front of 
the pump to be able to stop the motor in case of lack of 
water. 

The pump is equipped with a bypass valve to ensure the 
system in which the pump is installed does not exceed 
the burst pressure. This bypass device is not intended to 
be used as a pressure regulator. If it is used in this way, 
excess water will recirculate back into the pump heating 
and promoting scale build-up on the pump components.  

We recommend to set the full opening pressure of the 
bypass 2 bars higher than the working pressure of the 
system. The bypass valve of the pumps is set to 9 bar, 
unless otherwise requested.  

You can set the opening pressure of the bypass by 
turning the knurled screw. The position of the adjusting 
screw is maintained by a lock nut.  
 
In case of doubt or clarification, contact Gotec technical 
support. 
 

 
WARRANTY CONDITIONS 
 
This warranty is limited to repairing or replacement 
of the faulty product at the exclusive discretion of Gotec, 
returned at the client’s expense, provided that the 
analysis shows that the part(s) in question was indeed 
defective at the time of sale.  

The warranty is not valid if: 
› The installation and use instructions were ignored. 
› The pump head was disassembled by non Gotec 

technician or repaired with non-original parts. 
› The pump worked without water or in cavitation. 
› Solid particles were found in the pump. 
› The pump was used for applications or working  
  conditions incompatible with the pump or for  
  applications non-compliant with the specifications 

agreed with Gotec. 

  › For pumps which the difference between the 
calibration pressure of the bypass and the system  
working pressure is less than 2 bar or where the  
calibration pressure of the bypass is set to more than 
10 bar. 

 
Repair or replacement of faulty parts during the 
period covered by warranty does not extend the original 
period of warranty. 

 
Please not that only the pump head can be replaced 
in the event of a fault. To remove it, unscrew the 4 
screws that secure it to the motor and turn the pump 
head a quarter turn counterclockwise relative to the 
motor. Reassemble in the opposite direction, 
remembering to fit the coupling between the pump 
head and the motor. 
 
The purchaser/user is responsible for suitable disposal or 
recycling of the product when no longer in use or at the 
end of its useful life. 
 
For further information, consult the sales conditions. 
 

 
CERTIFICATION 

 
The product complies with the directives: 
› NSF standard 169. 
› M.D. 174/04 of the Ministry for Health, on materials 

and objects that can be used in fixed systems for 
col- lection, treatment, supply and distribution of 
water intended for human consumption. 

› EC Regulation no.1935/2004 relating to materials 
and objects intended to come in contact with 
foodstuff products. 

› China National Standard GB4806 
› EC Regulation no.2023/2006 relating to good 

practices for the manufacture of materials and 
objects intended to come in contact with foodstuff 
products. 

  › Directive 2011/65/EU of the European Parliament,    
on the  restriction of the use of certain hazardous 
substances in electronic and electrical equipment) – 
RoHS 
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